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Installation and Specification Guide

PRODUCT DETAILS FEATURES AND BENEFITS

Take care of safety and compliance. . Label pipes to identify contents and
Label pipes for easy identification with our flow direction for pipes, conduits, ducts
extensive pipemarker range. and sheathing

Comply to AS1345-1995 — Identification of

LARGE PIPEMARKERS 400mm x 50mm ; :
the contents of pipes conduits and ducts

MEDIUM PIPEMARKERS 400mm x 27mm
CODE TAPE 90mm x 40mm «  Self-adhesive for easy application

Different sizes to suit different pipes
and applications

Custom pipe markers available




Installation

WHAT’S IN THE BOX? TOOLS/MATERIALS YOU MAY REQUIRE

. 20 code tape markers (code tape) . Scissors or ufility knife
. 10 pipemarkers (medium or large)

PIPEMARKERS

1. Depending on the flow direction for the pipe you're labelling, use scissors or a utility knife to
cut your pipemarker label to remove the incorrect flow direction arrow.

Ensure that the pipe surface is clean.

3. Peel the pipemarker label from the backing and adhere to the appropriate pipe.

COMPLIANCE

. Manufactured to AS1345-1995 — Identification of the contents of pipes conduits and ducts.

PRODUCT DIMENSIONS
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Pipemarkers Fitment

Large Suits pipes over 75mm
= Medium Suits pipes 40mm to 75mm
Code Tape Suits pipes up to 40mm

ALL DIMENSIONS IN MM UNLESS OTHERWISE STATED.

DISCLAIMER This product specification is not a complete guide to product usage. Product specifications may change without notice. For more
information visit rainharvesting.com.au. Keep this manual handy for future reference. © Rain Harvesting Pty Ltd.
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