
PRODUCT DETAILS

Tracer Wire Underground Tape offers a high 
level of protection and detectability for 
underground services.

ROLL WIDTHS	 100mm
ROLL LENGTHS	 250 metres

FEATURES AND BENEFITS

•	 Manufactured in accordance with  
AS/NZS 2648.1:1995 (Underground 
Marking Tape – Part 1: Non-detectable)

•	  Water Services Association of Australia 
– Product Appraisal

•	 316 stainless steel tracer wire

•	 High quality low density polyethelene

Tracer Wire 
Underground Tape

Installation and Specification Guide



Installation
TRACER WIRE

1.	 Underground warning tape is used to provide a visual warning that a buried pipe, cable or 
other service is below. It is recommended that the tape be buried halfway between the buried 
service and the surface of the earth. 

2.	 To install, unroll your tape onto the backfill in the trench.  
3.	 Backfill the trench further to the surface. 
NOTE: Consult with your locator supplier for further details of the exact depth your equipment can locate to.

DISCLAIMER You acknowledge and agree that the information, data, advice, opinion, plan or other thing (Material) provided to you by Rain Harvesting Pty Ltd (ABN 11 113 300 093) 
(we, us, our) is provided “as is” without any representation, warranty, indemnity or guarantee as to the performance, accuracy, timeliness, completeness, merchantability or fitness 
of the Material for any particular purpose or application. The Material may contain errors, mistakes, inaccuracies and may not be complete. We expressly exclude any liability for such 
performance, accuracy, timeliness, completeness, merchantability or fitness of the Material for any particular purpose or application, to the maximum extent permissible by law.
Unless we expressly specify otherwise, we disclaim all responsibility and liability for any third party provided advice or provision of services, or failure to advise or provide services.
The disclaimers above are subject to the rights, warranties, guarantees and remedies relating to the provision of services that you have under, and that cannot be excluded, 
restricted or modified under, the Australian Consumer Law.
For more information, please see our Services Purchase Terms at www.bluemountainco.com.au 

COMPLIANCE

•	 Manufactured to AS/NZS 2648.1:1995 – Underground Marking Tape – Part 1: Non-detectable tape
•	 Water Services Association of Australia Product Appraisal Report No 1213 Issue 2.

PRODUCT SPECIFICATION

Material Type:	 Polyethylene
Stainless Steel Wire:	 0.7mm diameter 316 stainless steel
Material Thickness:	 100μm
Message Repeat:	 600mm (depending on word length)

PRODUCT RANGE

Description Colour Roll Size Code
DANGER - BURIED FIRE MAIN BELOW   Red 100mm x 250m UT9007

DANGER - BURIED GAS MAIN BELOW   Yellow 100mm x 250m UT9000

DANGER - BURIED STORMWATER MAIN BELOW   Blue 100mm x 250m UT9009

RECYCLED - RECLAIMED WATER DO NOT DRINK   Purple 100mm x 250m UT9005

DANGER - BURIED SEWER MAIN BELOW   Beige 100mm x 250m UT9004

DANGER - BURIED WATER MAIN BELOW   Green 100mm x 250m UT9001

DANGER - BURIED ELECTRICITY CABLE BELOW   Orange 100mm x 250m UT9006

DANGER - BURIED IRRIGATION MAIN BELOW   Blue 100mm x 250m UT9010

DANGER - BURIED NON POTABLE WATER MAIN BELOW   Purple 100mm x 250m UT9002

DANGER - BURIED COMMUNICATION CABLE BELOW   White 100mm x 250m UT9008

DANGER - BURIED POTABLE WATER MAIN BELOW   Green 100mm x 250m UT9003

DANGER - BURIED DRINKING WATER MAIN BELOW   Blue 100mm x 250m UT9011

DANGER - BURIED RAINWATER LINE BELOW   Green 100mm x 250m UT9024
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